XL Series Configuration History Log Rev 2
Created On: 

May 11, 2005

Last Updated On:
May 17, 2005

1. Build Configuration: SW114FW121PLD007HF
	Release
	Component
	Software Build Files
	Revision
	Hardware  Rev.

	20051605
	Control
	servo.exe 5/16/2005 2:19pm
	1.14
	F

	
	
	ulsprint.sys 4/20/2005 3:04pm
	1.1.0.0
	

	
	
	ulsprint.inf  4/20/2005 3.04pm
	1.10
	

	
	
	xlloader.hex 2/25/2005 3:11pm
	
	

	
	
	xlprobl.sys,7kb,2/25/2005,2:35pm
	0.0.1.4
	

	
	
	xlprofw.hex,38kb,5/13/2005, 10:05am
	1.21
	

	
	
	xlpropld.hex,103kb,5/12/2005,4:47pm
	0.07
	

	
	
	
	
	

	
	Print Driver
	Vlprint.dll, 92kb,4/22/2005,3:01pm
	VL_V4K
	

	
	
	Vlui.dll,28kb,4/22/2005,3:01pm
	
	

	
	
	Guiinst.exe,2489kb,4/25/2005,8:32am
	
	

	
	
	Ulssetup.dll,8kb,8/31/2004,2:46pm
	
	

	
	
	Ulsxlmon.dll,8kb,5/3/2004,4:54pm
	
	

	
	
	Ulsxlui.dll,10kb,5/3/2004,4:42pm
	
	

	
	
	Vl.pcd,1kb,8/21/2002,10:13am
	
	

	
	
	Vlprint.cat,1kb,4/22/2005,3:01pm
	
	

	
	
	xl-12000.inf,3kb,7/23/2004,3:18pm
	
	

	
	
	xl-9200.inf,3kb,5/4/2004,10:11am
	
	

	
	
	
	
	

	
	Camera
	ulsvideocapture.exe,191kb,3/8/2005,1:33pm
	1.4
	

	
	
	sif32xusb.dll,64kb,5/24/2004,3:39pm
	
	

	
	
	
	
	

	
	Carriage
	xlautofocus.hex 4/01/2005 3:36pm
	5
	D

	
	
	
	
	

	
	Air Assist
	sif32xusb.dll 5/24/2005 3:39pm
	
	B

	
	
	airhost_v5.exe
	
	

	
	
	xlproair.omf 3/16/2005
	5
	

	
	
	
	
	

	
	Fire Alarm
	n/a
	n/a
	B

	
	
	
	
	

	
	
	
	
	


2. Errors Corrected

2.1. Motion was not halted if top, side or front doors were open.

2.2. Corrected a USB connectivity error that occurs when you toggle the laser diode while engraving.

2.3. Corrected an error related to pause/resume where the previous pen color’s settings were being used. 
2.4. Corrected an error in the “Connection” menu where the screen would white out after changing an IP address setting.

2.5. Corrected an error where the machine would lose position while engraving if you go in and out of the X/Y/Z screen.

3. Features Added

3.1. Z Axis Configuration & Control

3.1.1. Maximum height of Z axis can be set for each machine at the factory. This is done via the diagnostics menu.

3.1.2. Z axis homing motion is disabled if the front door is open. If door opens while homing is in progress Z axis motion stops and then resumes when the door is closed.

3.1.3. Z axis manual motion is also stopped if the front door is open. Motion resumes when door is closed and user activates manual motion.

3.2. Engraver Control

3.2.1. Motion is stopped if top door is opened while engraving. Motion resumes when user closes the door and selects the Pause key again.
3.2.2. If a user selects the Pause key during Z motion the motion shall stop. Motion resumes if Pause key is selected again.
3.3. Fire Alarm Operations

3.3.1. System scans for fire alarm faults and for low battery warnings from the fire alarm board and reports warnings on the display. If warnings are active motors and lasers are disabled.

3.4. Diagnostics Menu

3.4.1. A new sub menu Diagnostics has been added to the system menu tree. This menu allows users to read out the focal length, auto focus length, current Z position and maximum Z height set for the machine. 

3.5. Camera Operations

3.5.1. During camera operations the laser pointer is turned off.

3.5.2. When camera operations are complete and the user escapes from the camera menu the carriage homes via the shortest distance to the home position.
3.6. Laser Pointer

3.6.1. Added a “Red Dot Pointer” option to allow engraving with a laser diode.
3.6.2. Red dot pointer can be turned on/off from the system menu. If the red pointer is set to off then the laser will be active during engraving and if the pointer is set to on then the laser will be inactive and be replaced by the red dot. In both instances the motors will be enabled only if all interlocks are closed.  
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