XL Series Configuration History Log Rev-1
Created On: May 9, 2005
1. Build Configuration
	Release
	Component
	Build Files
	Revision
	Hardware  Rev.

	20050502
	Control
	servo.exe 5/2/2005 3:47pm
	1.13
	E

	
	
	ulsprint.sys 4/20/2005 3:34pm
	1.1.0.0
	

	
	
	ulsprint.inf  4/20/2005 9.32pm
	1.10
	

	
	
	xlloader.hex 2/25/2005 3:11pm
	
	

	
	
	xlprobl.sys,7kb,2/25/2005,2:35pm
	0.0.1.4
	

	
	
	xlprofw.hex,37kb,4/29/2005,2:07pm
	1.12
	

	
	
	xlpropld.hex,103kb,4/14/2005,1:33pm
	0.05
	

	
	
	
	
	

	
	Print Driver
	Vlprint.dll, 35kb,4/22/2005,3:01pm
	VL_V4K
	

	
	
	Vlui.dll,12kb,4/22/2005,3:01pm
	
	

	
	
	Guiinst.exe,2489kb,4/25/2005,8:32am
	
	

	
	
	Ulssetup.dll,8kb,8/31/2004,2:46pm
	
	

	
	
	Ulsxlmon.dll,8kb,5/3/2004,4:54pm
	
	

	
	
	Ulsxlui.dll,10kb,5/3/2004,4:42pm
	
	

	
	
	Vl.pcd,1kb,8/21/2002,10:13am
	
	

	
	
	Vlprint.cat,1kb,4/22/2005,3:01pm
	
	

	
	
	xl-12000.inf,3kb,7/23/2004,3:18pm
	
	

	
	
	xl-9200.inf,3kb,5/4/2004,10:11am
	
	

	
	
	
	
	

	
	Camera
	ulsvideocapture.exe,191kb,3/8/2005,1:33pm
	
	

	
	
	sif32xusb.dll,64kb,5/24/2004,3:39pm
	
	

	
	
	
	
	

	
	Carriage
	xlautofocus.hex 4/01/2005 3:36pm
	5
	C

	
	
	
	
	

	
	Air Assist
	sif32xusb.dll 5/24/2005 3:39pm
	
	A

	
	
	airhost_v5.exe
	
	

	
	
	xlproair.omf 3/16/2005
	5
	

	
	
	
	
	


2. Errors Corrected

2.1. Air Assist 

2.1.1. Air Assist is active for all colors.

2.2. Rotary

2.2.1. Rotary ruler displays correctly.

2.2.2. Initializes correctly after a pause.
2.3. Collision Detect

2.3.1. Machine engraves after a collision detect has been recognized and the collision source is removed.

2.4. Auto Focus

2.4.1. Auto focusing is accurate.

2.5. File Operations

2.5.1. A new file can be sent to the machine without corrupting the job completion time indicator of the file being engraved.
2.5.2. Displayed copies of a file are not corrupted if a new file is sent while engraving.

2.6. Engraver Operations

2.6.1. Lens correctly identified when correct hardware is present.
2.6.2. The displayed time value of the engraving file is not corrupted if a new file is sent during the engraving process.

2.6.3. The displayed numbers of copies are correct when a new file is sent while engraving.

2.6.4. File setting of the current file being engraved are retained even when user focus is changed to a different mode. 
2.6.5. Pause operations are valid on pen up moves. 

2.6.6. Continuous vectors do not cause the machine to stop engraving and be unresponsive any further user commands.
2.6.7. Z limits are checked in manual and auto modes of operation.

3. Features Added

3.1. File Operations

3.1.1. File job timer counts up the first time the file is run and thereafter counts down.

3.1.2. Each file can be individually deleted.

3.2. Auto Focus

3.2.1. Auto focus can be turned on/off.

3.3. Engraver Operations

3.3.1. Automatically detects firmware updates.

3.3.2. Firmware is initialized by a model update application.

3.3.3. Application detects if the correct system file is installed.

3.3.4. Top and bottom laser can be turned on/off for each job file in file menu.
3.4. Traveling Exhaust
3.4.1. Added on/off control of traveling exhaust to system menu.
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