XL Printer Driver Installation (Windows 2000 and XP)

1) Power ON your PC.  If your PC is already ON, close all programs.

2) Extract printer driver into a folder on your PC.

3) Click Start, then Printers and Faxes.

4) Click Add Printer, choose NEXT.

5) Choose Local Printer and uncheck Automatically detect and install my Plug & Play printer.

6) Click NEXT.  Scroll down until you find the following Port and select (ULS).  Click NEXT.

7) Click Have Disk, and then click Browse to locate the folder containing the printer driver.  Select either XL 12000 or XL 9200.inf file depending on the system you have, click Open, and then click OK.

8) Choose your model from the list.  Click NEXT.

9) The printer name dialog box will appear.  DO NOT RENAME the printer as this may make it inoperable.  Choose whether or not you would like the system to be your default printer and then click NEXT.

10) Select Do not share the printer then choose NEXT

11) Select No “Do you want to print a test page” and then click NEXT and then FINISH.

12) Windows Logo Testing warning will appear. This does not apply to the laser system so click Continue Anyway.

13) A window will appear showing installation progress.

14) After the driver finishes installation, store your printer driver disk in a safe place for future reference.

15) While still in the Printer and Fax window right click on the Icon for the printer driver.  Go to Properties and the select Ports.

16) In the window scroll down until you see a port labeled ULS and select.

17) Choose the button labeled Configure Ports.

18) Type in your IP Address and press OK.

19) You have competed setup.

