XL Laser Systems:

Specifications:

	
	XL-92000
	XL-12000

	Laser Power
	See Laser Options
	See Laser Options

	Field Size
	36”x24” (41.5”x29.5” max part)
	48”x24” (53.5”x29.5” max part)

	Z axis 
	8.5” motorized
	8.5” motorized

	Overall dimensions
	56”w x 48”d x 48”t
	68”w x 48”d x 48”t

	Weight
	500 lbs (without laser)
	600 lbs (without laser)

	Max Speed
	100 in/sec
70 in/sec w/traveling exhaust
	100 in/sec
70 in/sec w/traveling exhaust

	Max Resolution
	1016 dpi
	1016 dpi

	Computer interface
	Ethernet or USB

	File storage
	40 Gb hard drive built in

	Controls
	Active Matrix color display with job preview and navigation keypad 

	Power
	See Laser Options
	See Laser Options

	Cooling
	Air Cooled

	Z-Axis load
	60 lbs
	60 lbs

	Software compatibility
	Windows XP only


Laser Configurations:

	
	MP120 and 
MP120 SuperSpeed
	HP210
	HP300

	Laser Power
	Up to 120 watts

(2 x 60 watts)
	Up to 210 watts

(150 watts + 60 watts)
	300 watts

(2 x 150 watts)

	Laser Weights
	UL 25/30 (20 lb)

UL-35/40 (23 lb)

UL-45/50/60 (26 lb)
	UL 25/30 (20 lb)

UL-35/40 (23 lb)

UL-45/50/60 (26 lb)

UL-150 (90 lb)
	180 lb

	Machine Power Requirements
	15 amps @ 220V
	25 amps @220V
	20 Amps @220V 3Ø


